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Models

1.61.1kWNorminal Hea�ng Capacity * 

XLXLLLMM/Tapping cycle****

1.3/1.181.3/1.181.23/1.3020.840.820.8kWHea�ng Capacity (7/6℃)**

3.150/3.023.150/3.022.934/2.972.872.63/2.812.632/2.74WCOP (7/6 )****

A+/Energy Class(7/6 )****

303030303030WStandby power input(7/6 )***

555555555555dB(A)Sound power level *****

220-240/1/50
V/Ph/

Hz
Power supply

25002000WRated Power

119.2ARated Current

60
Max.water temperature (without 
using backup heater)

70Max. water temperature

10-70Temperature se�ng range

34.423.623.623.6L/HRated water yield*

-7~45Working temperature range

30barMax. discharge pressure

10barMax. suc�on pressure

R290/Refrigerant type

150gRefrigerant charge

500m³/hAir flow

150mmDuct diameter

10barMax allowed pressure of tank

Stainless steel/Enamel/Water tank Material
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G 1/2 Male threadG 1/2 Male threadG 1/2 Male threadinchCold water inlet

G 3/4 Female 
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G 1/2 Male threadG 1/2 Male threadG 1/2 Male threadinchSize of water drain

G 1/2 Female 
thread

G 1/2 Female 
thread

G 1/2 Female 
thread

G 1/2 Female 
thread

G 1/2 Female 
thread

G 1/2 Female 
thread

inchCondensed water outlet

MicrochannelMicrochannel/Material of heat pump coil

IPX1/Unit protec�on Indoor unit (IP xx)

300250200150120100LWater tank Volume

Ø650*1826 / 
Ø650*1926

Ø650*1626 / 
Ø650*1726

Ø570*1720Ø510*1656
Ø510*1386 / 
Ø510*1431

Ø510*1236/Ø510*
1260

mmNet Dimensions

720*720*2150720*720*1950640*640*1890570*570*1665570*570*1434570*570*1280mmPacking Dimensions

80/11773/10566/936948/5945/51KgNet Weight

100/12791/11881/1098065/7061/65KgGross Weight

Sanitary water hea�ng

Included features: auxiliary electrical heater 1.5kw

(*) Capaci�es and power inputs based on the following condi�ons:    
- Hea�ng: Ambient temperature 20℃/15℃,  Water temperature from 15℃ to 55℃.
(**) Capaci�es and Hea�ng Time based on ERP(EN16147) for Stage A ；
(***)Standby power  input based on ERP(EN16147) for Stage B ；
(****)COP and Energy Class based on ERP(EN16147) for Stage C  with tapping cycle M / L / XL                                  
(*****)Noise is tested according to EN 12102 with water 50℃
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Note: The data above is for reference only. Please refer to the nameplate on the unit if for more specific data.


